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MAThread (Special)Description: METRIC - COARSE Thread type:

IMPORTANT NOTE:  THIS DESIGN IS INTENDED TO MINIMIZE CROSS-THREADING UP TO 9 DEGREES
AXIAL MISALIGNMENT.  IT IS POSSIBLE (THOUGH VERY DIFFICULT) TO CROSS-THREAD THESE PARTS.
IF YOU NEED 100 % EFFECTIVENESS, USE A STANDARD MATHREAD OR MATPOINT.
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NOTE:

1. 'L(nom)' IS THE NOMINAL LENGTH,  
    MEASURED TO THE POINT ON THE
    LEAD THREAD WHERE THE THREAD
    PROFILE FIRST EXCEEDS .20 x PITCH
    IN HEIGHT (MEASURED  FROM THE 
    THREAD ROOT)
    
2. 'T' (TOLERANCE ON 'L (nom)') SHALL 
    BE +/- 0.25.

3.  INSPECT THESE PARTS PER 
     'MATpoint' STANDARDS ONLY.

4.  'Z4' AND 'U' ARE REFERENCE ONLY
     DO NOT MEASURE
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(L(NOM) = Lf + U + T)

U

+/- T

(REF)

(M(MAX) = Lf +2T+U+Z4)
(M(MAX) = L(NOM) +T+Z4)

(Lf = L (NOM) -U-T)

(MAX)

(REF)

(MAX)

Z4

Dt

THIS DOCUMENT AND THE INFORMATION COTAINED HEREIN IS THE PROPERTY OF MATHREAD, INC., WHITMORE LAKE, MI, USA.  
THE PRODUCTS DESCRIBED HERE ARE COVERED UNDER ONE OR MORE U.S. AND INTERNATIONAL PATENTS, INCLUDING BUT 
NOT LIMITED TO: 5,730,566; 5,791,849; 5,836,731; 5,997,231; 6,062,786; 6,162,001; 6,561,741 B2.  THE PRODUCTS DESCRIBED HERE 
MAY NOT BE MANUFACTURED OR MARKETED, EXCEPT UNDER LICENSE FROM MATHREAD INC.. USE OF THE INFORMATION 
CONTAINED ON THIS PAGE IN MANUFACTURE AND/OR SALE OF THE PRODUCTS DESCRIBED HERE IS PROHIBITED WITHOUT THE 
EXPRESSED WRITTEN PERMISSION OF MATHREAD INC.


